
ICNC 2017 MECHANICAL SPECIFICATIONS
FOR ADVERTISEMENTS
FOR INSIDE BACK COVER
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Trim Size 
210mm (w) x 297mm (h)

Bleed Area 
220mm (w) x 307mm (h) 
includes 5mm each side

10mm each side 
without any text inside

Trim marks:
Advert will be cut here
(along the outside of the
blue band)

Live Area
190mm (w) x 277mm (h)
All text to appear in the advert 
must be within the live area. 
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 Colour Information: 
Colours: 4 colour Print (full colour) - No pantone colour

 File Format: 
PDF File in High Resolution (Press Quality, Optimal..) with embedded all font. 

OR 

Macintosh Electronic file using only the following Software: 
- Indesign CC (No pantone colour) 
- Illustrator CC (No pantone colour), 
- Photoshop CC (all files 300 DPI and CMYK) 
- Font folders are necessary or all fonts used in your document must be outlined.



Headline

Gendae que rehendus et haria nitibus del et aliquo te 
saniendit quibus ullenduci dus mod maio quosand 
itaspid ut ut que voloreces dolut volorunte 
consererum fuga. Danditi ulparia ntiorep erundion pa 
quia dest assimi, adio dolora veratus sam facest, eos 
doluptia voluptati rero optaestio qui dolorporro et 
archicipsam moluptat fugit.

Gendae que rehendus et haria nitibus del et aliquo te 
saniendit quibus ullenduci dus mod maio quosand 
itaspid ut ut que voloreces dolut volorunte 
consererum fuga. Danditi ulparia ntiorep erundion pa 
quia dest assimi, adio dolora veratus sam facest, eos 
doluptia voluptati rero optaestio qui dolorporro et 
archicipsam moluptat fugit.

Gendae que rehendus et haria nitibus 
del et aliquo te saniendit quibus

Headline
Gendae que rehendus et haria nitibus 

del et aliquo te saniendit quibus
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EXAMPLE OF LAYOUT

Respect from mechanical 
specifications

No respect from mechanical 
specifications
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